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Important Safety Information

A Important:

It is strongly recommended that you read this section carefully before using the projector. These
safety and usage instructions will ensure that you enjoy many years of safe use of the projector.
Keep this manual for future reference.

Symbols Used
Warning symbols are used on the unit and in this manual to alert you of hazardous situations.

The following styles are used in this manual to alert you to important information.

Note:
Provides additional information on the topic at hand.

A Important:

Provides additional information that should not be overlooked.

ACaution:

Alerts you to situations that may damage the unit.

AWarning:

Alerts you to situations that may damage the unit, create a hazardous environment, or cause
personal injury.

Throughout this manual, component parts and items in the OSD menus are denoted in bold font as in this
example:
fi P u s hMehuhbatton on the remote control to open the Main me nu . 0

General Safety Information
U Do not open the unit case. Aside from the projection lamp, there are no user-serviceable parts in
the unit. For servicing, contact qualified service personnel.
0 Follow all warnings and cautions in this manual and on the unit case.

The projection lamp is extremely bright by design. To avoid damage to eyes, do not look into the
lens when the lamp is on.

Do not place the unit on an unstable surface, cart, or stand.
Avoid using the system near water, in direct sunlight, or near a heating device.
Do not place heavy objects such as books or bags on the unit.

Note:
As with any bright light source, do not stare into the beam, RG2 IEC 62471-5:2015

0 iiod




Preface

Projector Installation Notice

U Place the projector in a horizontal position
The tilt angle of the projector should not exceed 15 degrees, nor should the projector be
installed in any way other than the desktop and ceiling mount, otherwise lamp life could decrease
dramatically, and may lead to other unpredictable damages.

\ /

/\
U Allow at least 50 cm clearance around the exhaust vent.
Mininum 500mm Mininum 500mm Mininum 500mm
(19.69 inch) (19.69 inch) (19.69 inch)

i Mininum 100mm
_I (3.94 inch)

e — ————— — <

Mininum 500mm
(19.69 inch)

Mininum 300mm
(11.81 inch)

Ensure that the intake vents do not recycle hot air from the exhaust vent.
When operating the projector in an enclosed space, ensure that the surrounding air temperature
within the enclosure does not exceed operation temperature while the projector is running, and the
air intake and exhaust vents are unobstructed.

U All enclosures should pass a certified thermal evaluation to ensure that the projector does not
recycle exhaust air, as this may cause the device to shutdown even if the enclosure temperature is
with the acceptable operation temperature range.
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Verify Installation Location

i
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To supply power, the 3-blade (with earthing lead) socket should be used to ensure proper
grounding and equalized ground potential for all of the equipment in the Projector System.

The power code provided with the Projector should be used. In case of any missing item, other
qualified 3-blade (with earthing lead) power cord can be used as substitution; however, do not use
2-blade power cord.

Verify if the voltage is stable, grounded properly and there is no electricity leakage.

Measure total power consumption which should not higher the safety capacity and avoid safety
issue and short circuit.

Turn on Altitude Mode when located in high altitude areas

The projector can only be installed upright or inverted.

When installation the bracket, make sure the weight limit is not exceed and firmly secured.
Avoid installing near air conditioner duct or subwoofer.

Avoid installing at high temperature, insufficient cooling and heavy dust locations.

Keep your product away from fluorescent lamps (> 1 meter) to avoid malfunction
caused by IR interference

The VGA IN connector should be connected to the VGA IN port. Note that it should be inserted
tightly, with the screws on both sides securely fastened to ensure proper connection of the signal
wire for achieving optimal display effect.

The AUDIO IN connector should be connected to the AUDIO IN port and CANNOT be connected
to AUDIO OUT or other ports like BNC, RCA; otherwise, it will lead to mute output and even
DAMAGE the port.

Install the projector above 200cm to avoid damage.

The power cord and signal cable should be connected before power on the projector. During the
projector starting and operating process, DO NOT insert or remove the signal cable or the power
cord to avoid damaging the projector.

Cooling notes

Air outlet
0 Make sure the air outlet is 50cm clear of any obstruction to ensure proper cooling.
U Air outlet location should not be in front of the lens of other projector to avoid causing illusions.
U Keep the outlet at least 100cm away from the inlets of other projectors
0 The projector generates a massive amount of heat during use. The internal fan dissipates the heat
of the projector when shutting down, and such process may continue for a certain period. After the
project enters STANDBY MODE status, press the AC power button to turn off the projector and
remove the power cord. DO NOT remove the power cord during the shutdown process, as it may
cause damage to the projector. In the meantime, the delayed heat radiating will also affect the
service life of the projector. The shutdown process may vary depending on the model used.
Whatever the case may be, be sure to disconnect the power cord till after the projector enters the
STANDBY status.
Air inlet
0 Make sure there is no object blocking air input within 30 cm.
U Keep the inlet away from other heat sources
0 Avoided heavy dust area

d ivo
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Power Safety

i  Only use the supplied power cord.

U Do not place anything on the power cord. Place the power cord where it will not be in the way of
foot traffic.

0 Remove the batteries from the remote control when storing or not in use for a prolonged period.
Replacing the Lamp

Replacing the lamp can be hazardous if done incorrectly. See Replacing the Projection Lamp on page 34
for clear and safe instructions for this procedure. Before replacing the lamp:

U  Unplug the power cord.
0  Allow the lamp to cool for about one hour.

ACaution:

In rare cases the lamp bulb may burn out during normal operation and cause glass dust or shards
to be discharged outward from the rear exhaust vent.

Do not inhale or do not touch glass dust or shards. Doing so could result in injury.

Always keep your face away from the exhaust vent so that you do not suffer from the gas and
broken shards of the lamp.

Cleaning the Projector

0 Unplug the power cord before cleaning. See Cleaning the Projector on page 38.
U  Allow the lamp to cool for about one hour.

Regulatory Warnings

Before installing and using the projector, read the regulatory notices in the Regulatory Compliance on
page 53.

Important Recycle Instructions:

Lamp(s) inside this product contain mercury. This product may contain other electronic waste that
can be hazardous if not disposed of properly. Recycle or dispose in accordance with local, state, or federal
Laws. For more information, contact the Electronic Industries Alliance at WWW.EIAE.ORG. For lamp
specific disposal information check WWW.LAMPRECYCLE.ORG.

Symbol Explanations

DISPOSAL: Do not use household or municipal waste collection services for
disposal of electrical and electronic equipment. EU countries require the use
of separate recycling collection services.

Special Care for Laser Beams!

Special care should be considered when DLP projectors and high power laser equipment are used in
the same room as.

Direct or indirect hit of a laser beam on to the projector lens can severely damage the Digital Mirror
Devices (DMDE) .

Sun light Warning

Avoid using in direct sun light.
Sun light on the projector lens canseverelyd amage t he Di git al Mirror

Vi

Devi
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Main Features

T Lightweight unit, easy to pack away and transport
T Compatible with all/l maj or video standards includi
T A high brightness rating all owsoonosr. presentations
T Supports resdKGAtoh6. dpmitblion colors to deliver
T Flexible setup allows for front, rear projections
T Liwd&ision projections remain square, with advance
T Inputesautomatically detected.

About this Manual

This manual is intended for end users and describes how to install and operate the DLP projector.
Wherever possible, relevant informationd such as an illustration and its descriptiond has been kept on
one page. This printer-friendly format is both for your convenience and to help save paper, thereby
protecting the environment. It is suggested that you only print sections that are relevant to your needs.

d vio
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GETTING STARTED

Packing Checklist
Carefully unpack the projector and check that the following items are included:

DLP PROJECTOR DLP PROJECTOR
(DH858N / DH856 / DU8S57 ) (DW855 / DX853)

) oS

REMOTE CONTROL
(WITH Two AAA BATTERIES)

RGB caABLE POWER CORD

Sy Cont

&

USB WIRELESS DONGLE
(AvAILABLE IN DH858N)

Contact your dealer immediately if any items are missing, appear damaged, or if the unit does not work. It
is recommend that you keep the original packing material should you ever need to return the equipment

WARRANTY CARD

QUICK START GUIDE

SAFETY CARD

for warranty service.

A Caution:

Avoid using the projector in dusty environments.

10
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Views of Projector Parts

Front-right View
DH858N / DH856 / DU857

DW855 / DX853

S
)l
\w,
ITEM LABEL DESCRIPTION SEE PAGE
1. IR receiver Receive IR signal from remote control.
2. Lens Projection Lens.
: See Top viewd On-screen Display (OSD)
3. Function keys buttons and LEDs. 3
4, Focus ring Focuses the projected image.
13
5. Zoom ring Enlarges the projected image.

A Important:

Ventilation openings on the projector allow for good air circulation, which keeps the projector lamp
cool. Do not obstruct any of the ventilation openings.

0 20
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Top viewd On-screen Display (OSD) buttons and LEDs

A O] ) ) ) o
POWER TEMP  LAMP &/ : . .
1 2 3 4 56 7 89 10 11 12

ITEM LABEL DESCRIPTION SEE PAGE
1. POWER LED Display the power on/off sequence status

2. TEMP LED Display the thermal status 41
3. LAMP LED Display the light status

4, d) (Power button) Turns the projector On or Off.

5. & (Left cursor) Navigates and changes settings in the OSD 1
6. «’ (Enter) Enter or confirm highlighted OSD menu item

7. & ( Down c ur| Navigates and changes settings in the OSD

8. z ( Up c ur s o| Navigates and changes settings in the OSD

9. 3 (Right cursor) Navigates and changes settings in the OSD 15
10. MENU Opens and exits OSD menus

11. INFO/© To start Info OSD

12. SOURCE gﬁgg?ﬁissa:)nudrccg?nnegr?j settings in the OSD 15

37
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Rear view

AWarning:

As a safety precaution, disconnect all power to the projector and connecting devices before making

connections.
DH858N DU857 / DH856 / DW855 / DX853
1 2 4 7 2 3 4 5 6 7 8

DESCRIPTION
1. AC IN Connect the POWER cable 10
2. LAN Connect a LAN cable from Ethernet
3. HDMI 1 Connect the HDMI cable from a HDMI device
4, HDMI 2 Connect the HDMI cable from a HDMI device.
USB 2.0 (1) |\C/Ionnect USB Storage Device , Wireless Dongle and USB
5. ouse/Keyboard in NovoConnect (Available in DH858N )
USB POWER (5V/1.5A) | Connect the USB cable for power supply.
USB 2.0 (2) '(\Z/Ionnect USB Storage Device , Wireless Dongle and USB
6. ouse/Keyboard in NovoConnect (Available in DH858N )
USB POWER (5V/1.5A) | Connect the USB cable for power supply.
VGA OUT Connect the RGB cable from a computer
VGA IN Connect the RGB cable from a computer or components device
12V TRIGGER Connect the 12V OUT (Screen Trigger-- For screen controllers used)
10. AUDIO OUT Connect an AUDIO cable to audio amplifier
11. AUDIO IN Connect an AUDIO cable from the audio device
12. RS-232C Connect RS-232 serial port cable for remote control
13. MINI USB Connect the USB cable from a computer (For service only)
14. Kensington Lock g;s?érrﬁ to permanent object with a Kensington Lock 39

0 49



DLP Projector—User’s Manual

Bottom view
DH858N / DH856 / DU857

O

54.0mm
[2.13"]

125.0mm
[4.92"]

144.5mm
[5.69"]

00000000000

[l

DW855 / DX853

154.5
[6.08rrv]]m 30.5mm

LABEL

DESCRIPTION SEE PAGE

depth of 6 mm (0.24 inch).

1 Ceiling support holes Co_r_1tact your dealer for information on mounting the projector on a
ceiling

2. Tilt adjustor Rotate adjuster lever to adjust angle position. 12

Note:

When installing, ensure that you use only UL Listed ceiling mounts.
For ceiling installations, use approved mounting hardware and M4 screws with a maximum screw

The construction of the ceiling mount must be of a suitable shape and strength. The ceiling mount
load capacity must exceed the weight of the installed equipment, and as an additional precaution
be capable of withstanding three times the weight of the equipment over a period of 60 seconds.
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Remote Control Parts

-l
@ @l

| 4
|
28 | HDMI | | Computer s\-/\iﬂggol— 5 6
27 = UsB HDBlaseT Network i 7
26 Menu Exit I_ 9 8
X 10
25 > | 11
= 12
24 =————Source Info I— 13
e .

23 —I‘(eystone E(.)O V0IUME s 15

22 5 4 ~

2 1 +3rightness Con}rast Mute 1 6
20 R

19 —! Blank Fre:aze Auto 1 7

18

vivitek’

-/

Almportant:

1. Avoid using the projector with bright fluorescent lighting turned on. Certain high-frequency
fluorescent lights can disrupt remote control operation.

2. Be sure nothing obstructs the path between the remote control and the projector. If the path
between the remote control and the projector is obstructed, you can bounce the signal off certain
reflective surfaces such as projector screens.

3. The buttons and keys on the projector have the same functions as the corresponding buttons on
the remote control. Thi s user 6s manual describes the fungtions

Note:
Complies with FDA performance standards for laser products except for deviations pursuant to
Laser Notice No. 50, dated June 24, 2007

0 60
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ITEM LABEL DESCRIPTION SEE PAGE
1. IR Transmitter Transmits signals to projector.
2. Laser Pointer Use as on-screen pointer. DO NOT POINT IN EYES.
3. OFF Press twice for projector off
4. Computer Connected the VGA input sources
5. Video/S-Video NA
6. HDBaseT NA
7. Network Select to Network OSD for display
8. A Navigates and changes settings in the OSD 15
9. EXIT Exits the OSD menu
10. {—J Enters and confirms settings in the OSD
11. > \N/gl\llji?naeteuspand changes settings in the OSD 15
12. \ 4 Navigates and changes settings in the OSD
13. Info (ID) BCJSII;IZ):;VTTIDIHJEdMue';Unumeric keys to select projector to control
14. Presses to emit the on-screen pointer.
15. Volume Displays the volume setting bar 14
16. Mute Toggles the built-in speaker between on and off
17. Auto Auto adjustment for frequency, phase, and position
18. Freeze Freeze/unfreezes the on-screen picture
19. Blank Toggles the screen between blank and normal
20. Contrast Displays the contrast setting bar
21. Brightness Displays the brightness setting bar
22. ECO Displays the ECO Settings Menu
23. Keystone Displays the keystone setting Menu
24, Source Displays the source selection Menu
o5 » Navigates and changes settings in the OSD
Volume down 15
26. Menu Opens the OSD
27. USB NA
28. HDMI Toggles the input sources for display between HDMI sources
29. ON Turns the projector on
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ACaution:

Use of controls, adjustments or performance of procedures other than those specified herein may
result in hazardous laser light exposure.

Remote Control Operating Range

The remote control uses infrared transmission to control the projector. It is not necessary to point the
remote directly at the projector. Provided you are not holding the remote perpendicular to the sides or
the rear of the projector, the remote will function well within a radius of about 7 meters (23 feet) and

15 degrees above or below the projector level. If the projector does not respond to the remote control,
move a little closer.

Projector and Remote Control Buttons

The projector can be operated using the remote control or the buttons on the top of the projector. All
operations can be carried out with the remote control; however, the buttons on the projector are
limited in use.

o0 890
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SETUP AND OPERATION

Inserting the Remote Control Batteries

1_ Remove the battery compartment
cover by sliding the cover in the
direction of the arrow.

2_ Insert the battery with the positive
side facing up.

3 . Replace the cover.

ACaution:

1. Only use AAA batteries (Alkaline batteries are recommended).

2. Dispose of used batteries according to local ordinance regulations.

3. Remove the batteries when not using the projector for prolonged periods.
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Starting and Shutting down the Projector

1_ Connect the power cord to the
projector. Connect the other end to
a wall outlet.
The () POWER LED on the
projector light.

2_ Turn on the connected devices.

3_ Ensure the POWER LED not a

flashing. Then press the (b POWER
button to turn on the projector.

The projector splash screen displays
and connected devices are
detected.

vivitek

Vivid Color, Vivid Life

See Security Lock on page 32 if
security lock is enabled.

4. If more than one input device is SOURCE

connected, press the SOURCE
button and use z¢ HOMI 1
devices.
(Component is supported through
the RGB to COMPONENT
ADAPTER.)

Enter= Confirm / Menu= Exit

HDMI 1: High-Definition Multimedia Interface 1
HDMI 2: High-Definition Multimedia Interface 2
NovoConnect (Available in DH858N)

1 Computer: Analog RGB

Note:

Please visit http://vivitekcorp.com/ for the NovoProjector
User Manual download before using NovoConnect
function.

= —a A
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5_ When the APower O
Poweragai nd0 message Power Off ?
press the POWER button. The
projector turns off.

A Caution:

Do not unplug the power cord until the POWER LED stops flashingi indicating the projector has
cooled down.

Press Power again
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Adjusting the Projector Level

Take note of the following when setting up the projector:

T The projector table or stand should be | evel
f Position the projector so that it is perpendi
T Ehsure the cables are in a safe | ocation. You

To adjust the angle of the picture, turn the tilt-adjuster right or left until the desired
angle has been achieved.
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Adjusting the Focus and Keystone

1. Usethe Image-zoom  DH858N / DH856 / DU857 DW855 / DX853
control (on the projector
only) to resize the
projected image and
screen size (Z).

2_ Use the Image-focus
control (on the projector
only) to sharpen the
projected image (V.

3. Use the KEYSTONE

buttons on the remote 0 1 2
control to correct
) ; . Keystone
image-trapezoid (wider [ : ] [ECO] [Volume]
top or bottom) effect. 3 4 5
[BrightneSS] [Contrast] [Mute]
6 7

(Blank | (Freeze| [ Auto |

4 The keystone control H & ¥ KEYSTONE

appears on the display.

st A 4P/ Menu= Exit
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Adjusting the Volume

1_ Press the Volume

buttons on the remote 0 1 2

control. [Keystonej [ ECO J {Volume]

The volume Eon(;(ol | 2 ., -

appears on the display. [Brightness] [Contrast] [Mute]
6 7

(Blank | (Freeze| [ Auto

2_ Press the MUTE button
to turn off the volume.
(This feature is available
only on the remote).
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ON-SCREEN DISPLAY (OSD) MENU SETTINGS

OSD Menu Controls

The On-Screen Display (OSD) lets you make image adjustments, change various settings and
check the projectorés current status.

Navigating the OSD

You can use the remote control or the control buttons on the projector to navigate and make
changes to the OSD.

vivitek

5N R & O

INPUT PICTURE ALIGNMENT CONTROL SETTINGS INFO

Auto Source

Menu= Return ! Menu Select 4 P

To enter the OSD, press the MENU button.

There are six top menus icomenus.Press § [/ 3 but:t
Press g/ z buttons submesus.r ol |l through the

Press § /| t@chdngethe subnenus settings.

Press + to enter the advanced submenus settings

Press the MENU button to return to the previous menu or leave a submenu.

Press the EXIT button to close the OSD.

O« O« O« O¢ O¢ O¢ O«

Note:

Depending on the video source, not all items in the OSD are available. For example, the
Horizontal/Vertical Position items in the Computer menu can only be modified when connected to a
PC. Items that are not available cannot be accessed and are grayed out.
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Setting the OSD Language

Set the OSD language to your preference before continuing.

1. Pressthe MENUbutt on. Pr ess t h donavigatestwSETTINGS. Presst o n
the cursor z & button to move to the Language menu.

vivitek

9 18« =l e

INPUT PICTURE ALIGNMENT CONTROL SETTINGS INFO

Menu = Return

2. Press < to enter the Language sub menu.
3. Pressthez & g 3 cursor button until the language you want is highlighted.

LANGUAGE

Enter= Confirm / Menu= Exit

4. Press the MENU button three times to close the OSD.
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INPUT Menu
Auto Source On/Off ‘ vivitek
r *—
N L =3 0
INPUT PICTURE ALIGNMENT CONTROL SETTINGS
HDMI Color Space: Auto, RGB,
HDMI YUV
HDMI Range: Auto, Full, Limited
Instant Motion:; On/Off
Analog H Position
V Position
Menu= Return ! Menu Select 4 p
Phase
Clock
Auto Sync: On/Off
3D 3D: Off, DLP-Link, IR
3D Sync Invert: On/Off
3D Format: Frame Sequential,
Top/Bottom, Side by Side, Frame
Packing
Signal Power on/Off
on

Auto Source
Press~and use g/ 3 to set Off/ On.

0 Off: Select the input signal manually.

0 On: Lets projector searching for the input signal automatically..

HDMI

Press « and use™ / to scroll through submenus

6 HDMI Color Space: set HDMI color space.

Auto: According to HDMI Info Frame to detect color space automatically. RGB: Force to select
RGB color space.

YUV: Force to select YUV color space.
6 HDMI Range: Use g/ 3 to set Auto/ Full/ Limited.

Auto: According to HDMI Info Frame to detect range automatically. Full: Force to select Full
Range(0~255).

Limited: Force to select Limited Range(16~235).
0 Instant Motion:

Off: Disable the function and using normal alignment parameters. On: Enable the function and
alignment parameters return to default.
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Analog

Press «+J and use™ / to scroll through submenus

0 H Position:Use g/ 3 to adjust the display position
60V Position:Use g/ 3 to adjust the display position
6 Phase: Use g/ 3 to adjust the frequency to reduce a
6 Clock: Use g/ 3 to adjust the horizontal width of th
6 Auto Sync:use g/ 3 to select on/off to |l ock i mage
3D

Press «+Z and use™ / to set 3D source, sync method and 3D format.

Before performing 3D setting, make sure that the input signal with 3D sync is connected.

6 3D: Use g/ 3 to enable or disable 3D functions.
Off: disable 3D function.
DLP-Link: enable internal 3D sync. IR: enable external 3D sync.

6 3D Sync I nvert:Use g/ 3 to swap the 3D signal L/ R
On: enable inverse signal.
Off: follow received signal sync.

6 3D Format : Use g/ 3 to select 3D format type

Frame Sequential, Top/Bottom, Side By Side, Frame Packing.

Almportant:

People with the following conditions should view 3D image with great care:

Children under six years in age

People who are sensitive to light or allergic to light, unhealthy and have a history of cardiovascular
diseases.

People who are tired or lack of sleep
People who are under the impact of drugs or alcohol

Normally, it is safe to watch 3D images. However, some people might feel uncomfortable. Refer to
the guidelines that were revised and released by the 3D League on December 10, 2008. It states
that those who watch 3D images, need to take a break for at least 5 to 15 minutes every thirty
minutes or one hour.

Signal Power on
Use g/ 3 to set On/ Off to enable or disable auto P
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PICTURE Menu

Picture Mode

Presentation

Bright

Movie

Game

sRGB

DICOM

User (Presentation)

Brightness

10~100

Contrast

0~100

Color Manager

Color:R/G/B/CIM/YIW

Hue: 0~100

Saturation: 0~100

Gain: 0~100

Advanced

Brilliant Color: 0~10

Sharpness: 0~31

Gamma: 1.8, 2.0, 2.2, 2.4,
B&W, Linear

Color Temperature: Warm, Normal,

Cold

White Balance: R/G/B Gain: 0~200

R/G/B Offset: -100~100

Picture Mode
reset

OK/Cancel

Picture Mode

Use g/ 3 to select a
0 Presentation: Suggest to use. The best projection effect for presentation.

O«

brightness output .

(@]

dark environment.

O« O« O¢ O«

Game: Using for video game.
sRGB: Optimization RGB colors to reach true-to-life images with limited brightness setting.
DICOM: To use for Digital Imaging and Communications in Medicine
User: Personalization with preference of Brightness, Contrast, Color.

mo d e

accordi

vivitelk

S = o e

INPUT PIETURE | ALIGNMENT CONTROL = SETTINGS

Pres

Menu= Return i Menu Select 4

vivitek'

r." o
e L = 3 0
L Jd -—

PICTURE | ALIGNMENT CONTROL = SETTINGS INFO

Advanced > White Balance

Menu = Return

PICTURE MODE RESET

Cancel

Meru = Return

Bright: The mode is suitable for the application environment where is needed with highest

Movie: To provide good balance of color saturation, contrast and brightness. Suggest to use in a

ng to personal
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Brightness
Pressand use g/ 3 to increase or decrease the bright
Contrast
Press «and use g/ 3 to adjust the contrast | evel of t1

Color Manager

Press «and use ¢/ 2z to scroll through submenus
6 Color:to select and adjust the color(Red,Green,Blue,Cyan,Magenta,Yellow,White).
6 Hue: Use g/ 3 to adjust the Color Hue value
6 Saturation: Use g/ 3 to adjust the Color Saturatioc
6 Gain: Use g/ 3 to adjust the Color Gain value
These three options are used to adjust the range of color input for the entire image. If minimal
amount of red, green or blue appears in the gray areas, lower the gain of the corresponding color
accordingly. As gain increases, the contrast of the image will become lower.
Advanced
Press «and use g/ 2z to scroll through submenus
0 Briliant Col or : Use g/ 3 to adjust the brilliant <col o
0 Sharpness: Use g/ 3 to adjust the sharpness of i mas
6 Gamma : Use g/ 3 to select the different chrominanc
When the ambient light is so bright that may affect the projection image in the dim area. , you can
change the gamma to adjust the chrominance. The available options are 1.8, 2.0, 2.2, 2.4, B&W,
Linear.
0 Col or Temperature: Use g/ 3 to select the color te
Warm : make image reddish white.
Normal : Normal colorings of white.
Cold : make image bluish white.
0 White Balance: Press«and use &/ z to scroll through submenu:

Use g/ 3 to adjust Gain and Offset values of Red ,
Gain: Adjust the brightness level of Red, Green, Blue.

Offset: Adjust the contrast level of Red, Green, Blue.

Picture Mode Reset

This function will reset all Picture Mode to the default settings

Note:
fPicture Mode Reset A is only reset according to i
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ALIGNMENT Menu

Aspect Ratio Fill / 4:3/16:9 (16:10) / vivitek
Letter Box / 2.35:1
B O 0
PICTURE [ALIGNMENT| CONTROL SETTINGS INFO
Digital Zoom | -10 ~ +10 i
V Keystone -30 ~ +30
H Keystone -30 ~ +30
Menu = Return ! Menu Sele
4 Corner Corner: Top-Left / Top-Right /
Bottom-Left / Bottom-Right
H: 0~60
V: 0~60
H Image Shift -50 ~ +50
V Image Shift -50 ~ +50
Projection Front / Rear / Front+Ceiling /
Rear+Ceiling
Test Pattern Off / Grid

Aspect Ratio

Use g/ 3 to select the image aspect ration (Fill , 4
Digital Zoom

Use g/ 3 to enlarge the projected i mage.

V Keystone

Use g/ 3 t o adjooarectthe mage Wertical distortion. The adjustable value is £30

H Keystone

Use g/ 3 to adjust the Horizontal distortion of i ma

4 Corner

This function is used to correct the image distortion that may occur in a corner due to installation or
projected surface.

Press «“and use ¢/ 2z to scroll through submenus

6 Corner: use g/ 3 to select a corner (Top Left, Top
0 H: use g/ 3 to increase or decrease the Horizont al
0 V: use g/ 3 t decreaseche Vatisatvaloer
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H Image Shift
Use g/ 3 to Shift the image Horizontally (1l eft

The maximum horizontal shift range can be up to 50%

V Image Shift

/

roi

Use g/ 3 to Shift the image Vertically (up [/ down)

The maximum vertical shift range can be up to 50%

Projection

Use g/ 3 to select the Projection position

(@]

Front Desktop: Install the projector on the desktop and project the image forward.

(@]

Rear Desktop: Install the projector on the desktop and project the image from the rear of the
screen.

O«

Front Ceiling: Mount the projector on the ceiling and project the image forward.

O«

Rear Ceiling: Mount the projector on the ceiling and project the image from the rear of the screen.

Test Pattern
Use g/ 3 to select Off [/ Grid , etermimbhge t he t est

0 229
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CONTROL Menu

Direct Power On | On/Off

Light Source Light Mode:
Normal, ECO, Dynamic ECO
Light Hours Reset

High Altitude Normal / High

IR Control Front+Rear IR On/Front IR On/
Rear IR On

Remote ID Default(0)/ 1/ 2/ 3/ 4/ 5/ 6/ 7

Network Network State: Connect,
Disconnect
DHCP: On/Off INPUT
IP Address:

0~255,0~255,0~255,0~255

Subnet Mask:
0~255,0~255,0~255,0~255

Gateway:
0~255,0~255,0~255,0~255

DNS: 0~255,0~255,0~255,0~255
Apply: OK/Cancel

Direct Power On
Us e g/ sgvitch ON/OFF

Menu= Return

-] B

Menu = Return

| i |

+

L Jd
PICTURE ALIGNMENT FCONTROLY SETTINGS INFO

vivitek

0

SETTINGS

Front+ Real

vivitek

= 0

Network

Menu Select 4 »

This function is set to OFF by default. When it is set to ON, the projector will turn on automatically
when the AC power is turned on the next time. You can use this function and the power switch

(instead of the remote control) to turn on the projector.

Light Source

Press «and use ¢/ 2z to scrol
6 Light Mode:

t hrough
u s eNordl, BCQ, Dynasnie EGOY t

(

submenus

0 Light Hours Reset: After replacing the lamp, this item should be reset. See page 37 for more

information on Light Hours Reset.

High Altitude
Use g/ 3 to adjust cooling

IR Control

f

an

speed

Use g/ 3 to select the prefered |
This function let you select which IR remote controller receiver is active.

R

contr ol

(Nor aml ,

ocati
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Remote ID

Display current projector ID and remote control ID number. To set a unique ID for the projector and
control independently.

Network

Use this function to configure the network settings, so that you can control the projector via the
network.

Press «Yand use g/ 2z to scroll through submenus
0 Network State: Connect / Disconnect the network automatically.

DHCP: wuse g§/ 3 to Set DHCP to ON/ OFF.

When DHCP is set to ON, the DHCP server of the domain will assign an IP address to the projec-
tor. The IP address will appear on the IP address window without applying any input. If the
domain cannot assign any IP address, 0.0.0.0 will be shown on the IP address window.

(@]

0 IP Adress: Press + to show the IP address input window.
Use g/ 3 to select the number in the address to ch

Use g/ z to increase or decrease the number in the
(Example :Network IP Address 172. XxXX. XXX. XXX.)

Subnet Mask: Set the subnet mask. The input method is the same as the setting for IP address.
Gateway: Set the gateway. The input method is the same as the setting for IP address.

DNS: Set the DNS. The input method is the same as the setting for IP address.

Apply: Press «Yand use g/ 2z to scroll through submenus

O« O« O« O«
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Wired LAN Terminal functionalites

Remote control and monitoring of a projector from a PC (or Laptop) via wired LAN is also possible.
Compatibility with Crestron / AMX (Device Discovery) / Extron control boxes enables not only
collective projector management on a network but also management from a control panel on a PC (or
Laptop) browser screen.

O«

Crestron is a registered trademark of Crestron Electronics, Inc. of the United States.
Extron is a registered trademark of Extron Electronics, Inc. of the United States.
AMX is a registered trademark of AMX LLC of the United States.

PJLink applied for trademark and logo registration in Japan, the United States of America, and
other countries by JBMIA.

O« O¢ O«

Supported External Devices

This projector is supported by the specified commands of the Crestron Electronics controller and
related software (ex, RoomView ®).

http://www.crestron.com/

This projector is supported by AMX ( Device Discovery ).
http://www.amx.com/

This projector is compliant to support Extron device(s) for reference.
http://www.extron.com/

This projector supports all commands of PJLink Class1 (Version 1.00).
http://pjlink.jbmia.or.jp/english/

For more detail of information about the diverse types of external devices which can be connected to
the LAN/RJ45 port and remote/control the projector, as well as the related control commands
supporting for each external device, kindly please get contact with the Support-Service team directly.

Connecting with LAN
1. Connect an RJ45 cable to RJ45 ports on the projector and the PC (Laptop).

uuuuuuu

o o

12VTRIGGER  AUDIO OUT H H mniuse

L i | [
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2. Onthe PC (Laptop), selectSt art Y Contr ol Pantemét. YNet wor k and

O o , E

E

‘o Google Chrome »
@ Mozilla Firefox »

Documents

% Magnifier
' Pictures
9 Windows Media Center .

% Remote Desktop Connection

\% Snipping Tool G

Administrator

=
Sticky Notes [ [E=NEcE =X
=) <[5F « Net.. » Networkand Sharing C... + [ 42| search Co 2|
j| Getting Started [ ocvices and Printers @U E 9 [4]
Default P Control Panel Home s ‘ 3 . e-
il View your basic network information and set up
> AllPrograms Help and Support e pkotor =it connections
" G See full map
Change advanced sharing A E- 0

settings

XATTY Multiple networks Internet

Right-click on Local Area Connection, and select Properties.

In the Properties window, select the Networking tab, and select Internet Protocol (TCP/IP).
Click Properties.

Click Use the following IP address and fill in the IP address and Subnet mask, then click OK.

L

U/ Local Area Connection Properties =) Internet Protocol Version 4 (TCP/IPvd) Properties o)==
S e Networking | Sharing General
(| <« Netw. et i
u = | = N - b M ork Connections » Connect using: You can get IP settings assigned automatically if your network supports
this capabilty. Oftherwise, you need to ask your netnerk adminisrator
. ) . . . ' VIA Rhine || Compatble Fast Ethemet Adapter for the appropriate [P settings.
Organize * Disable this network device Diagnose
Obtainan IP address automatialy
= - This connection uses the following tems: @ Us the following IP address:
J
Lg‘ @ Disable % Client for Microseft Networks 1P address: 0.10.10.9
-~ 42}105 Packet Scheduler
e
=4 Status =4 File and Pirter Shering for Microsaft Networks Subnet mask: 255.255.255. 0
Local Area ; = Intemet Protocal Version 6 (TCP/IPvE) Defauit gatenay:
Conmection Diagnose I -icmet Frotocol Version 4 (TCF/1Pv)
—_— ) ) 4 Link-Layer Topology Discovery Mapper /0 Driver Obtain DNS server address automaticaly
& |
1 Bridge Connections & Link-Layer Topology Discovery Responder  Use the folowing DN server addresses:
preferred DNS server:
Create Shortcut
Alterniate DNS server.
Descrption
Tl Transmission Control Protacel/intemet Protacol. The defaut
- wide area network protocol that provides communication [ validate settings upon exit
# Rename across diverse interconnected networks. &
f oK 1
D Eroperis =
== ,

7. Press the Menu button on the projector.

8. Select CONTROLY Net wor k

9. After getting into Network, input the following:

DHCP: Off

IP Address: 10.10.10.10

Subnet Mask: 255.255.255.0

Gateway: 0.0.0.0

DNS Server: 0.0.0.0

10.Press (Enter) [/ 3 to confirm settings.

O« O« O¢ O¢ O«

Open a web browser
(for example, Microsoft Internet Explorer with Adobe Fash Player 9.0 or higher).

T [

This page can't be displayed

i comecton rsbums.
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11. In the Address bar, input the IP address: 10.10.10.10.
12.Press (Enter) [ 3.

The projector is setup for remote management. The LAN/RJ45 function displays as follows.

System
(Chter D) S System Status Power On
Display Source  Compesteiden

Lamp Hours 27

Display Mode Movis,
Errar Status Mo Ertor

LAN Status
1P address 10.10.10.10
Subnat mask 255,255.255.0
Default gateway  172.16.7.254
DNS Server 172.16.0.1
MAC address 00:18:23:2C:C3141

version

LAN Wersion MHDO1_UL
F/W Version E02

Source List
O

HOMI1

=
C_/m Exparsion Dptions
Coected
Crestron Contral Projector User Passwaord

Phgress || Froieorlame | 20634 | Encbed

send send en
L= | L J
DHCP |_|DHEP Enabled

IP Address | 10.10.1010 Admin Password
Subnet Mask | 255.265.255.0 L] Enbled
Defauit Gateway | 172167 250 New Password

DS Server 1721601 Conirm
L_Serd | send
LS |
Bxit

CATEGORY ITEM INPUT-LENGTH
Crestron Control IP Address 15

IPID 3
Port 5
Projector Projector Name 10
Location 10
Assigned To 10
Network Configuration DHCP (Enabled) (N/A)
IP Address 15
Subnet Mask 15
Default Gateway 15
DNS Server 15
User Password Enabled (N/A)
New Password 10
Confirm 10
Admin Password Enabled (N/A)
New Password 10
Confirm 10

For more information, please visit http://www.crestron.com.
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Preparing Email Alerts

1. Make sure that user can access the homepage of LAN RJ45 function by web browser (for ex- ample,
Microsoft Internet Explorer v6.01/v8.0).

2. From the Homepage of LAN/RJ45, click Alert Mail Settings.
3. By default, these input boxes in Alert Mail Settings are blank.

Model Name

Projector Info

Alert Mail Settings System Status

Display Source
Lamp Haurs
Display Maode
Error Status

Crestron

1P address
Subnet mask
Default gateway
DNS Server
MAC address

LAN Version
Ffwi Wersion

System
Power n
Composite Video
27
Movie
No Enmer

LAN Status
10.10.10.10
255.255,255.0
172.16.7.254
172.16.0.1
00:18:23:2C:C3:41

Version

MHDO1_UL
E02

Send E-Mail

Alert Mail Setting
T ——

{¥our SMTP server may not require & user name or password.)

Port: |35

Case Open:
Lamp Hours Over:

4. For Sending alert mail, input the following:
0 The SMTP field is the mail server for sending out email (SMTP protocol). This is a required field.

The To fii
required field.

O«

(@]

0 The From
required field.

(@]

el d is

f

t he

ield is the

recipientos

[ Over_Heat:
F Lamp Fail:
[ Filter Hours Over:

‘Weekly Report: r
A i gy

Sand Tast Mal

M Savvss Aoely

Malhddess hoph

P
I
F

assistant).
sender 6s emai

Select the alert conditions by checking the desired boxes.

Projector Info Send E_Mail
Alert Mail Settings
Ertor thoapproprss sstings it s blow
(Your SMTR server may not require a user name or password.)

SMTP Server:

emai

dhdsdsrae s s

The Cc field sends a carbon copy of the alert to the specified email address. This is an optional field
(for example, the projector administr at or 6 s

a dTéhis i S

mail.comp.com Port: [25
Ser

User Name:
Password:

Mai Server Apply
From [end@malcompcom
To:
cc: recv2@mail comp.com

blail Address Apply
E-mail Alert Options:
Fan lock : 7 Over_Heat: I
Case Open: 7 Lamp Fail: |
Lamp Hours Over: 7 Filter Hours Over: ©
Weekly Report: r

A Dptenienk

Send Test Hail

Note: Fill in all fields as specified. User can click Send Test Mail to test what setting is correct. For
successful sending an e-mail alert, you must select alert conditions and enter a correct e-mail address.

o 280

(for

(for



DLP Projector—User’s Manual

RS232 by Telnet Function
Besides projector
RS232 command cont
TELNETO for LAN/RJ
Quick Start-Gui de for ARS232 by TELNETO

Check and get the IP-Address on OSD of the projector.

Make sure that laptop/PC can access the web-page of the projector.

Make sure that AWindows Firewall o setting to be di
laptop/PC.

Start => All Programs => Accessories => Command Prompt

connect edTemmlkmar@catlonrbyobdlcatadce wi t
rol , t her is alternative RS232
45 interface.

O |, Accessories
Opera
D Calculator
d
G Google Chrome @ C Prompt :
5 (22 Connect to a Network Projectar

s Administrator B= Connect to a Projector
Mozilla Firefox - Getting Started
Documents

&‘ f 4 Math Input Panel
| Magnifier =
Pictures | Notepad

) @l Paint
; Windows Media Center Music 8% Remote Desktop Connection

i3] Run
Games R Snipping Tool Games

Snioping Tool LSoundRecorder
% VB0 Computer L Sticky Motes Computer

@ Sync Center
Control Panel 73 Windows Explorer Control Panel
=~ » = WordPad
‘J’ Getting Started Devices and Printers |, Communications Devices and Printers

Administrator

Documents

Pictures

Music

% Remote Desktop Connection

Sticky Notes

|/ Ease of Access
Default Programs || System Tools Default Programs

»  All Programs | Help and Support 1 Back Help and Support

‘ |Search programs and fites ﬂﬁ td ‘-‘vv‘ | Search programs and files ME

Input the command format like the below:

telnet ttt.xxx.yyy.zzz 23 ( i EAddressobthelpmjgctopr essed) ('t
If TelnettConnection ready, and user can have RS232 comm
RS232 command will be workable.

How to have TELNET enabled in Windows 7/8/ 10

By default installation for Wi ndows-userftdnbBdavdNitbf 06 f unc
way of ATurn Windows features On or Offo to be ena

Open AControl Panel 6 in Windows
OpeniPr ogr amso

[E=B[ECE =]
()&= » ControlPancl » [ %3 [[search Controt Panel o] G/ » ConirolPanet » Progams » Progams s Fstrs AL BT 2
1ol Panel Homy >
Comkrol PonetHoris Uninstall or change a program
Adjust your computer's settings Viewby:; aaleqony To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.
’ Organize ~ = -
@y System and Security User Accounts and Instal 2 program from the o . L
| @ Riiewyourcompuiesidobis: | @ Family Safety | network Name Publisher Instlled .. Size Ve
Back up your computer Py I 5 7-Zip 15.08 bets Iger Paviov 1052015 340MB 15|
P . “':"Add O IEMOVE UseE accounty i B Adobe Acrobat Reader OC - Chinese Tra...  Adobe Systems Incorpor... 1/14/2016  215M8 15|
& Set up parental controls for i {8 Adobe Flash Player 16 ActiveX Adobe Systems Incorpor... 10/5/2015  600M8  16("
ﬁ Network and lr\ternet Ay ser i & Adobe SVG Viewer 30 Adobe Systems, Inc. 107572015 EY
B View nebwork status and tasks | 9 Cisco AnyConnect Secure Mobilty Client  Cisco Systems, Inc. 1052005 sasMe
Choose home o and <hate Appearance and $FDettaBox Delta Electronics, Inc 107572015 13
onans: <ol g Personalization 1 Desktop Streamer 1114726 Delta Electronics, Inc 10/5/2015 13
iy Change the theme [ Dolby Advanced Audio v2 Dolby Lsborstoriesine 9302015 128MB 7.
, / Hardware and Sound Change desktop background 3 Faststone Image Viewer 53 FastStone Soft 10/6/2015 5
%‘ View devices and printers Adjust screen resolution »ﬂr refront TMG Client Microsoft Corporstion 10/5/2015 187M8 74
i 10/5/2015
Add a device iy o
Clock, Language, and . Googlelnc 107572015 @
— : Cxl lanager 1215/20...
K Programs AL Region &)
#11BM Rational Team Concert Chent 1127206
m Uninstall a program C";:?Z keyboseds osiothier input Mintegrated Ca Reshtek Semiconductor .. 902015 1L7MB 63
eI B Intel(R) Managesbity Engine Firmware .. Intel Corporation 930S SHIME 11
i s ol Acess B9 Intel(R) Network Connections 200100 Intel om0 22M8 20 -
\@ Let Windows suggest settings = e e
Optimize visual display T P i
U 52e0g
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Sel ect ATurn Windows features on or of fo to

Have fiTel net Cliento option checked, t hen

r Windows Features =l &1 rMi(mSQ&windows e )
Turn Windows features on or off (7]

To turn a feature on, select its check box. To turn a feature off, clear itz
check box, A filled box means that only part of the feature is turned on.

Please wait while Windows makes changes to
features. This might take several minutes.

Cancel

J Remote Differential Compression -
|:| . RIP Listener
|:| . Services for NFS
Eg Sirmple Metwork Management Protocol (SNMP)
[] 1 Simple TCPIP services (i.e. echo, daytime etc)
[T] 1. Subsystemn for UNIX-based Applications |
, Tablet PC Components =
et et
[T . Telnet Server
[C] 1, TFTP Client
; Windows Gadget Platform
01 L Windows Process Activation Service i
[ QK ] ’ Cancel ]
Specsheet for ARS232

1. Telnet: TCP
2. Telnet port: 23

by TELNETO®

(for more detalil, kindly please get contact with the service agent or team)

3. Telnetut i i ty: Wi ndows

AMdEE)NET. exeo

(consol e

4. Disconnection for RS232-by-Telnet control normally: Close Windows Telnet utility directly after

TELNET connection ready

5. Limitation 1 for Telnet-Control: there is less than 50 bytes for successive network payload for Telnet-

Control application.

Limitation 2 for Telnet-Control: there is less than 26 bytes for one complete RS232 command for

Telnet-Control.

Limitation 3 for Telnet-Control: Minimum delay for next RS232 command must be more than 200

(ms).
(*, InWindows built-i n A TELNET
iNelwi ned code.)

exeo util:

ty,

open
press
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SETTINGS Menu

ECO Stanby Power: Normal / ECO / On By
Lan
No Signal Power Off (min): 0~180
Sleep Timer (min): 0~600

Audio Volume: 0~10

Blank Screen Black, Red, Green, Blue, White

Color

Mic: Off/On

Menu Logo: On/Off

Message: On/Off

Menu Position: Center, Up, Down, Left,
Right

Menu Timer: Off / 20sec. / 40 sec. /
60 sec.

Menu Translucent: Off, 50%, 100%

vivitek'

= 0

SETTINGS INFO

r1 4
+ B = =
Ld e

INPUT PICTURE ALIGNMENT CONTROL

Menu = Return

LANGUAGE

Keypad Lock ‘ On/Off
Security Lock ‘On/Off
Language Current Language
Select Language Screen

Reset All OK/Cancel

ECO

Press «Yand use g/ 2z to scroll through submenus

0 Standby Power: use g/ /OmBysami tch Nor mal [ E

0 No Signal Power Off(mins):use g/ 3 to increase or decrease ti me
0 Power Off mode to count down under no signal before turning off projector automatically.

0 Sleep Timer (mins): wuse g/ 3 to increase or decrea
Audio

Press «/and use ¢/ z to scrol through submenus

6 Volume: use g/ 3 to increase or decrease the proje
6 Mic: use g/ 3 to switch ON/OFF the built in micropg
Blank Screen Color

Use g/ 3 to select screen backglueowhited col or (Bl ack,
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Menu

Press «and use &/ 2z to scroll through submenus

60 Logo: use g/ 3 to switch ON/ OFF

0 Message: use g/ 3 to switch ON/ OFF

60 Menu Position: use g/ 3 to select the menu positioa
6 Menu Ti mer : use g/ 3 20sec./d0sect/ 60kec.toipopeff MenuOf f /

60 Menu Translucent : use g/ 3 to switch Off / 50% [/ 1C

Keypad Lock
Use g/ 3 to to switch On/ Off for Keypad | ock.

Note:
To unlock by keypad, please pressy ¢ ; for 5 sec and then pop-out / keypad unlock; .

Security Lock
Use g/ 3 to switch ON/ OFF
Password

PASSWORD PASSWORD

Menu= Return

Menu= Return

Press the MENU button. Pr esSETTINGS. 3 button to naviga

o}

0 Press &/ 2z button to ssbomeno.l | to the Password
O Press + to enter the advanced settings screen.

0 Press ¢&/ z sbraltartd dighlight gour language.

0 Press the MENU button to exit the advanced

Note:
Every time will show Opassword checko to key |in wh

with local service center.

Language

Press the MENU b u buttomto naviBatedosSETTINGS. 3

Press g/ 2z button to scroll to the Language submenu
Press « to enter the advanced settings screen.

Press g/ 2z button to scroll and highlight your | ang

Press the MENU button to exit the advanced Setting Language

Reset All
Press «Yand us e rgsétallsettimgs to default values.
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INFO Screen

vivitek'

9|l w = ofe

INPUT PICTURE ALIGNMENT CONTROL SETTINGS INFO

This screen displays the projector current status information to be used for technical support.
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MAINTENANCE AND SECURITY

Replacing the Projection Lamp

The projection lamp should be replaced when it burns out. It should only be replaced with a certified
replacement part, which you can order from your local dealer.

A Important:

a. The projection lamp used in this product contains a small amount of mercury.
b. Do not dispose this product with general household waste.

c. Disposal of this product must be carried out in accordance with the regulations of your local
authority.

AWarning:

Be sure to turn off and unplug the projector about one hour before replacing the lamp. Failure to do
so could result in a severe burn.

ACaution:

In rare cases the lamp bulb may burn out during normal operation and cause glass dust or shards
to be discharged outward from the rear exhaust vent.

Do not inhale or do not touch glass dust or shards. Doing so could result in injury.

Always keep your face away from the exhaust vent so that you do not suffer from the gas and
broken shards of the lamp.

When removing the lamp from a ceiling-mounted projector, make sure that no one is under the
projector. Glass fragments could fall if the lamp has been burned out.

A IF A LAMP EXPLODES

If a lamp explodes, the gas and broken shards may scatter inside the projector and they may come
out of the exhaust vent. The gas contains toxic mercury.

Open windows and doors for ventilation.

If you inhale the gas or the shards of the broken lamp enter your eyes or mouth, consult the doctor
immediately.

-

]_ . Remove two screws on the
lamp compartment cover.
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2 . Remove the lamp
compartment cover.

3 . Disconnect the lamp
connector

4 Remove the two screws
* from the lamp module.

5 Lift the module handle up.

6 Pull firmly on the module
* handle to remove the lamp
module.
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7 Reverse steps 1t0 6 to
* install the new lamp
module.
While installing, align the
lamp module and ensure it
is level to avoid damage.

Note:

The lamp module must sit
securely in place before
tightening the screws.

The lamp connector must
be connected properly and
place as drawing before
Lamp compartment cover
installation back.

- .i
Su

-~

- -
-
-
\ TTmmmmeeenT j

AWarning:

Lamp Connector must be installed flush with the connector base as shown in the image below.
A gap between the Lamp Connector and the connector base will cause damage to the projector.
The following images illustrate correct and incorrect Lamp Connector installations.

Correct Incorrect
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Light Hours Reset
After replacing the lamp, you should reset the lamp hour counter to zero. Refer to the following:

vivitek

. Pressthe MENU button to open

the OSD menu. -*j ﬂ :"': | E Q 0

INPUT PICTURE ALIGNMENT FGONTROL | SETTINGS INFO

Direct
2_ Press the cursor § 3 button to
move to the CONTROL menu.
Press the cursor & z button to
move down to Light Source and
press enter.

T
Front+ Rear IR

Menu

vivitek
3 . Pressthe cursor ¢ z button to
move down to Light Hours B a O
g L
Reset INPUT PICTURE ALIGNMENT CONTROL SETTINGS INFO

Light Source

Light Mode Normal

Light Hours Reset <

Menu= Return / Menu

vivitek

4_ Press the cursor « or Enter

button. -»:] B 'L'+: Q O

A message screen appears INPUT PICTURE ALIGNMENT | CONTROL SETTINGS INFO

Light Source Settings > Light Hours Reset

5_ Press & z § 3 buttons to reset
the lamp hour.

Jser Manual ...

6_ Press the MENU button to get
back to CONTROL.

Menu= Return / Menu Select
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Cleaning the Projector

Cleaning the projector to remove dust and grime will help ensure trouble-free operation.

AWarning:

1. Be sure to turn off and unplug the projector about one hour before cleaning. Failure to do so
could result in a severe burn.

2. Use only a dampened cloth when cleaning. Do not allow water to enter the ventilation openings
on the projector.

3. If a little water gets into the projector interior while cleaning, leave unplugged in a well-ventilated
room for several hours before using.

4. If a lot of water gets into the projector interior when cleaning, have the projector serviced.

Cleaning the Lens

You can purchase optic lens cleaner from most camera stores. Refer to the following to clean the
projector lens.

1. Apply a little optic lens cleaner to a clean soft cloth. (Do not apply the cleaner directly to
the lens.)

2. Lightly wipe the lens in a circular motion.

ACaution:

1. Do not use abrasive cleaners or solvents.

2. To prevent discoloration or fading, avoid getting cleaner on the projector case.

Cleaning the Case

Refer to the following to clean the projector case.
1. Wipe off dust with a clean dampened cloth.

2. Moisten the cloth with warm water and mild detergent (such as used to wash dishes), and
then wipe the case.

Rinse all detergent from the cloth and wipe the projector again.

3.
A Caution:

To prevent discoloration or fading of the case, do not use abrasive alcohol-based cleaners.
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Using the Kensington Lock

Using the Kensington Lock
If you are concerned about security, attach the projector to a permanent object with the Kensington
slot and a security cable.

Note:
Contact your vendor for details on purchasing a suitable Kensington security cable.
The security | ock corresponds to Kensingtondsl Micr

n
comment, contact: Kensington, 2853 Campus Drive, San Mateo, CA 94403, U.S.A. Tel: 800-535-
4242, http://www.Kensington.com.

Using the Security Bar

In addition to the password protection function and the Kensington lock, the Security Bar helps
protect the projector from unauthorized removal. See the following picture.

=

USB POWER
(5V/1.5A)

o - 0

12VTRIGGER  AUDIO OUT H H MINIUSB &

L[ s - ey
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TROUBLESHOOTING

Common problems and solutions

These guidelines provide tips to deal with problems you may encounter while using the projector. If
the problem remains unsolved, contact your dealer for assistance.

Often after time spent troubleshooting, the problem is traced to something as simple as a loose
connection. Check the following before proceeding to the problem-specific solutions.

T Use some other electrical device to confirmt
T Ensure the projector is turned on.

T Ensure all connections are securely attached.
T Ensurhee attached device is turned on.

f Ensure a connected PC is not in suspending mo
T Ensure a connected notebook computer is confi

(This is wusually dloeny dogmlbpirrestsiioig am tFme not e

Tips for Troubleshooting

In each problem-specific section, try the steps in the order suggested. This may help you to solve the
problem more quickly.

Try to pin point the problem and thus avoid replacing non-defective parts.
For example, if you replace batteries and the problem remains, put the original batteries back and go
to the next step.

Keep a record of the steps you take when troubleshooting: The information may be useful when
calling for technical support or for passing on to service personnel.
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LED Error Messages

ERROR CODE MESSAGES Power LED LigHT LED Temp LED

GREEN ORANGE RED
System Initial(MCU detects scaler no ack) 2 blinks OFF OFF
Ready to Power on (Standby) ON OFF OFF
System Power on Flashing OFF OFF
Light Lit , System stable ON OFF OFF
Cooling Flashing OFF OFF
Thermal Break Sensor error 4 blinks OFF OFF
Light Fail 5 blinks OFF OFF
Light Voltage 5 blinks 7 blinks OFF
Fan-1 error 6 blinks 1 blinks OFF
Fan-2 error 6 blinks 2 blinks OFF
Fan-3 error 6 blinks 3 blinks OFF
Fan-4 error 6 blinks 4 blinks OFF
Case Open 7 blinks OFF OFF
DAD1000 error 8 blinks OFF OFF
Color wheel-1 error 9 blinks OFF OFF
T1 Over temp OFF 1 blinks ON

In the event of an error, please disconnect the AC power cord and wait for one (1) minute before restarting
the projector. If the Power or Lamp LEDs are still blinking or any other situation that isn't listed in the chart
above, please contact your service center.

Image Problems
Problem: No image appears on the screen
1. Verify the settings on your notebook or desktop PC.
2. Turn off all equipment and power up again in the correct order.
Problem: The image is blurred
1. Adjust the Focus on the projector.
2. Press the Auto button on the remote control.
3. Ensure the projector-to-screen distance is within the specified range.
4. Check that the projector lens is clean.
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Problem: The image is wider at the top or bottom (trapezoid effect)

1. Position the projector so it is as perpendicular to the screen as possible.

2. Use the Keystone button on the remote control to correct the problem.
Problem: The image is reversed

Check the Projection setting on the ALIGNMENT menu of the OSD.
Problem: The image is streaked

1. Setthe Phase and Clock settings on the Input->Analog menu of the OSD to the default
settings.

2. To ensure the problem is not caused by a conne
computer.

Problem: The image is flat with no contrast
Adjust the Contrast setting on the PICTURE menu of the OSD.
Problem: The color of the projected image does not match the source image.

Adjust the Color Temperature and Gamma settings on the PICTURE->Advanced menu of
the OSD.

Lamp Problems
Problem: There is no light from the projector
1. Check that the power cable is securely connected.
Ensure the power source is good by testing with another electrical device.
Restart the projector in the correct order and check that the Power LED is on.
If you have replaced the lamp recently, try resetting the lamp connections.

o bk WD

Replace the lamp module.
6. Put the old lamp back in the projector and have the projector serviced.
Problem: The lamp goes off

1. Power surges can cause the lamp to turn off. Re-plug power cord. When the Power LED
is on, press the power button.

2. Replace the lamp module.
3. Put the old lamp back in the projector and have the projector serviced.

Remote Control Problems

Problem: The projector does not respond to the remote control
Direct the remote control towards remote sensor on the projector.
Ensure the path between remote and sensor is not obstructed.
Turn off any fluorescent lights in the room.
Check the battery polarity.
Replace the battery.
Turn off other Infrared-enabled devices in the vicinity.

N o ks oDd

Have the remote control serviced.
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Audio Problems

Problem: There is no sound

1.
2.
3.
4.
5.

Adjust the volume on the remote control.
Adjust the volume of the audio source.
Check the audio cable connection.

Test the source audio output with other speakers.

Have the projector serviced.

Problem: The sound is distorted

1.
2.
3.

Check the audio cable connection.

Test the source audio output with other speakers.

Have the projector serviced.

Having the Projector Serviced

If you are unable to solve the problem, you should have the projector serviced. Pack the projector in
the original carton. Include a description of the problem and a checklist of the steps you took when
trying to fix the problem: The information may be useful to service personnel. For servicing, return the
projector to the place you purchased it.
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HDMI Q & A

Q.What is the difference between a BpeeddaH®MI H
cable?

Recently, HDMI Licensing, LLC announced that cables would be tested as Standard or High-
Speed cables.

AStandard (or fAcategory 10) HDMI cables have bee
or up to 2.25Gbps, which is the equivalent of a 720p/1080i signal.

AHigh Speed (or fcategory 20) HDMI cables have b
340Mhz or up to 10.2Gbps, which is the highest bandwidth currently available over an
HDMI cable and can successfully handle 1080p signals including those at increased color
depths and/or increased refresh rates from the Source. High-Speed cables are also able to
accommodate higher resolution displays, such as WQXGA cinema monitors (resolution of
2560 x 1600).

Q. How do | run HDMI cables longer than 10 meters?

There are many HDMI Adopters working on HDMI s ol
distance from the typical 10 meter range to much longer lengths. These companies

manufacture a variety of solutions that include active cables (active electronics built into

cables that boost and extend the cableds signal)
fiber solutions.

Q. How can I tell if a cable is an HDMI certified cable?

All HDMI products are required to be certified by the manufacturer as part of the HDMI
Compliance Test Specification. However, there may be instances where cables bearing the
HDMI logo are available but have not been properly tested. HDMI Licensing, LLC actively
investigates these instances to ensure that the HDMI trademark is properly used in the
market. We recommend that consumers buy their cables from a reputable source and a
company that is trusted.

For more detail information check http://www.hdmi.org/learningcenter/fag.aspx#49

0 449


http://www.hdmi.org/learningcenter/faq.aspx#49

DLP Projector—User’s Manual

Specifications
Model

Display type
Resolution
Projection distance
Projection screen size
Projection lens

Zoom ratio

Keystone correction

Projection methods
Data compatibility
SDTV/EDTV/ HDTV
Video compatibility
H-Sync

V-Sync

Safety certification
Environmental Operation
Condition
Environmental Storage
Condition

Dimensions

AC Input

Power consumption
Lamp

Audio speaker

Input Terminals

Output Terminals

Control Terminals

Security

SPECIFICATIONS

DH858N DH856/DH85FAA/DHB85FAB | DU857/DUS5GAA/DUSSGAB

0.65" 1080P, S600 0.67" WUXGA, S600HB

1080P, 1920x1080p WUXGA, 1920x1200

1.2m~10m

25.3" ~ 317.99"

Manual Focus/Manual Zoom

1.5x

H: +/- 30 Degrees
V: +/- 30 Degrees

Front, Rear, Desktop/Ceiling (Rear, Front)

VGA, SVGA, XGA, SXGA, SXGA+, UXGA, WUXGA@60hz, Mac

480i, 576i, 480p, 576p, 720p, 1080i, 1080p

NTSC, PAL, SECAM

15, 31~91.4KHz

24~30Hz, 47~120Hz

FCC-B, cUL, UL, CCC, CECP, PSB, CU KC, CE, C-tick, CB, RoHS

5°~40°C, 10~85%(No condensing)

-10°~ 60°C, 5% to 95% (No condensation)

314 mm (W) x 213 mm (D) x 126 mm (H)

AC Universal 100-240V

410W (Normal), 320W (ECO), <0.5W (Standby), < 2W (on by Lan)

310W (Normal) / 245W (Eco)

10W(peak) x 1

VGAinx1

HDMI x 2

Mini-jack stereo x 1

VGAoutx 1

PC audio out (mini-jack) x 1

RJ45 (10/100Mbps) x 1

DC 12V trigger (3.5mm Jack) x 1

RS-232C x 1

USB Type A 2.0 x 2’

USB type A power Only x 2

USB (Type mini B) x 1 - service only

Kensington lock

Note: For questions regarding product specifications, please contact your local distributor.
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Model

Display type
Resolution

Projection distance
Projection screen size
Projection lens

Zoom ratio

Keystone correction

Projection methods
Data compatibility
SDTV/EDTV/ HDTV
Video compatibility
H-Sync

V-Sync

Safety certification
Environmental Operation
Condition
Environmental Storage
Condition

Dimensions

AC Input

Power consumption
Lamp

Audio speaker

Input Terminals

Output Terminals

Control Terminals

Security

DW855/DW85EAA/DWS5EAB DX853/DX85CAA/DX85CAB

0.65 WXGA, S450 0.55 XGA , S450

WXGA, 1280x800 XGA, 1024x768

1.2m~10m

25.3" ~ 317.99"

Manual Focus/Manual Zoom

1.2x

H: +/- 30 Degrees
V: +/- 30 Degrees

Front, Rear, Desktop/Ceiling (Rear, Front)

VGA, SVGA, XGA, SXGA, SXGA+, UXGA, WUXGA@60hz, Mac

480i, 576i, 480p, 576p, 720p, 1080i, 1080p

NTSC, PAL, SECAM

15, 31~91.4KHz

24~30Hz, 47~120Hz

FCC-B, cUL, UL, CCC, CECP, PSB, CU, KC, CE, C-tick, CB, RoHS

5°~40°C , 10~85%(No condensing)

-10° ~ 60°C, 5% to 95% (No condensation)

314 mm (W) x 213 mm (D) x 126 mm (H)

AC Universal 100-240V

410W (Normal), 320W (ECO), <0.5W (Standby), < 2W (on by Lan)

310W (Normal) / 245W (Eco)

10W(peak) x 1

VGAinx1

HDMI x 2

Mini-jack stereo x 1

VGAoutx 1

PC audio out (mini-jack) x 1

RJ45 (10/100Mbps) x 1

DC 12V trigger (3.5mm Jack) x 1

RS-232C x 1

USB type A power Only x 2

USB (Type mini B) x 1 - service only

Kensington lock

Note: For questions regarding product specifications, please contact your local distributor.
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Projection Distance vs. Projection Size

Projection Distance and Size Table

1080P
DHB858N / DH856
Dlir;gag:al ‘ Image Width Image Height Project(ifc;gn?)istance ‘ Projecti?_POI;)istance Offset-A
cm
40 88.6 34.9 49.8 19.6 123.1 48.5 185.1 72.9 74
60 132.8 52.3 74.7 294 184.6 72.7 277.6 109.3 111
100 2214 87.2 124.5 49.0 307.7 121.1 462.7 182.2 186
150 332.1 | 130.7 | 186.8 73.5 461.6 181.7 694.0 273.2 278
200 4428 | 1743 | 249.1 98.1 615.4 242.3 925.4 364.3 371
250 553.5 | 2179 | 311.3 | 122.6 769.3 302.9 1156.7 455.4 464
300 664.1 | 2615 | 373.6 | 1471 923.2 363.4 1388.1 546.5 557
WUXGA
DuU857
Projection Distance ‘ Projection Distance Offset-A
(from) (To)
40 86.2 33.9 53.8 21.2 119.8 47.1 180.1 70.9 46
60 129.2 50.9 80.8 31.8 179.6 70.7 270.1 106.3 69
100 215.4 84.8 134.6 53.0 299.4 117.9 450.2 177.2 114
150 323.1 | 127.2 | 201.9 79.5 449.1 176.8 675.3 265.8 172
200 430.8 | 169.6 | 269.2 | 106.0 598.8 235.7 900.3 354.5 229
250 538.5 | 212.0 | 336.5 | 1325 748.5 294.7 1125.4 443.1 286
300 646.2 | 254.4 | 403.9 | 159.0 898.2 353.6 1350.5 531.7 343
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