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Copyright

Copyright

The User's Manual (including all pictures, illustrations and software) is protected by the international copyright
law. All rights are reserved. No duplication of the manual or any content included in the manual is allowed
without the written consent of the manufacturer.

© 2024 Vivitek. Vivitek is a trademark of Delta Electronics, Inc. © All rights reserved. 20 24

Disclaimer

The information in the manual is subject to change without notice. The manufacturer does not provide any
statement or warranty of the contents in the manual and clearly give up the implied warranties of merchantability
and of fitness for a particular purpose. The manufacturer reserves the rights to modify the publication and

change the contents of the materials at any time without notice to any person.

About the Manual

The manual describes how to install and use the projector and is applicable to the purchaser of this projector
Relevant information (such as illustrations and descriptions) is put on the same page and accurate as much as
possible the format, easy for printing, is convenient for reading and paper - saving which is beneficial to

environmental protection. It is suggested  to print only the page you need.

UM805505 30ENOO
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Important Safety Guidelines

Thank you for purchasing this high quality product!
Read the Manual carefully to obtain the best performance. The Manual provides instructions on how to use the
menu and implement the operation.

Safety Notification
CAUTION Toturn off the main power, ensure to unplug from the power outlet.

A\

CAUTION To prevent electric shock, do not open the cabinet. There are high -voltage components inside.
Refer service to qualified service personnel.

>

CAUTION The symbol warns the user about electric shock caused by voltage not insulated. Therefore, it is
dangerous to make any kind of contact with any parts inside the projector .

>

CAUTION To prevent the projector from electrical discharge or electric shock, do not expose the projector to
rain or moist environment. Do not use the plug with an extension cord or an outlet unless all the
prongs can be fully inserted.

This symbol alerts the user that important information which should be read carefully to avoid
problems concerning the operation and maintenance of the projector .

> B

WARNING TO CALIFORNIA RESIDENTS:

Handling the cables supplied with this equipment might expose user to a little lead, a chemical known to the
Stage of California, resulting in risks of barrenness. Please remember to wash hands after handling.
NOTIFICATION (CANADA)

This Class A digital equipment complies with Canadian ICES  -003.

CE NOTIFICATION

This is a Class A product, which complies with rules for CE marking. This product may cause radio interference
that the user may be supposed to take adequate measures.

FCC NOTIFICATION

This device complies with part 15 of the FCC Rules.  The operation is subject to the following two conditions:
(1) This device may not cause harmful interference

(2) This device must accept any interference received, including interference that may cause undesired
operation. This equipment has been tested and found to comply with part 15 of the FCC Rules. These
requirements are designed to provide reasonable protection against harmful interference when the equipment
operates in a commercial environment. This equipment might generate radio frequency energy. If user does not
install or use in accordance with the instructions in manual, the radio frequency energy may interfere radio
reception. If the above scenario occurs, the user may be responsible for correcting the interference

WARNING!
& f_L.>34& ~ 0O " mYy ' YBlvY a4 cY¥Yv_' ov JeecO t]° O

operate the product.

UM805505 30ENOO
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Risk Group 3 Laser Hazard

This product is a risk group 3 laser product. It must be installed in a safe place and must be handled by qualified
and professionally trained personnel.
Do not attempt to access the internal hardware of the projector. Do not a attempt to modify or remove the laser
module. Do not operate the projector without its protective covers.
Do not operate the projector without a lens installed.
Please consult with a qualified professional to install or remove the lens.
Light Hazard Warning

The hazard distance is the distance measured from the projection lens at which the intensity or energy per unit of
surface is lower than the applicable exposure limit on the cornea or skin@®.

The hazard zone is the area from the rojection lens up to the hazard distance that encompasses where the projected
beam is considered hazardous®.

If the person is within the hazard distance, the beam is considered unsafe for exposure.
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Some lens are with Risk Group 3 (RG3). Permanent eye injury is possible when exposed to the

high intensity light beam within the hazard distance (HD).
Never look into the lens directly.
Installer must control access to the light beam or install projector at a height to prevent eyes
exposure within the hazard distance.

UM805505 30ENOO

(IEC/EN 62471-5) Hazard Distance (m)
Lens P/N and
Specification | D89-USTO1 | D89-UWZ01|D89-UWZ02 | D89-WZ01 | D89-ST01 | D89-SMLZ01 |D88-L0Z101| D88-L0OZ201
0.31~0.33 [055~0.75 | 0.74~1.08 | 1.05~141 14~211 21~40 3.0~452 4.46 ~ 6.94
Risk Group RG2 RG2 RG2 RG2 RG2 RG3 RG3 RG3
Hazard

. 0 0 0 0 0 25m 3.1m 4.3m

Distance (HD)
Note:
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Restriction Zone

A restriction zone should be in place around the hazard zone to prevent any person from entering the hazard
zone with any part of their body:

Horizontal clearance 0 This should be no less than 2.5m around the hazard zone 9

Vertical clearance 9 This should be no less than 3m between the hazard zone 9 and the floor when the
projextor is installed overhead.

UM805505 30ENOO



LIGHT MODULE
- Alight module containing multiple laser diodes acts as the light source in the product.
These laser diodes are sealed in the light module. It is recommended to ask dealer for maintenance or repair
services of the light module.
- The end user is not allowed to replace the light module.
Contact distributor who provides the qualified service for light module replacement and further information.
LASER SAFETY NOTIFICATION AND CAUTION
Do not stare at the lens while in use

Product Label
SL. 06 LvoOy0OTa agq
Aperture Label

i | 1 Qettificatipnpdatenjent | abel Odhd HagardWarning Symbol and

DLP Projector / Projecteur DLP

P
vivitek (W MR

Model / Modéle(B5E / BUS) = Laite on liitettdva suojakoskettimilla varustettuun pistorasiaan
Apparatet ma tilkoples jordet stikkontakt
DU8055Z

Apparaten skall anslutas till jordat uttag
Apparatets stikprop skal tilsluttes en stikkontakt med jord,
AC Input / Entrée CAG#A / )
100-240V~ 50/60Hz 11A

OIF BB KTL ZUXXXXX-XXXXX
XXXXXXXXXXXXXXXX

DE%: pUs053z

HMEYZ2HE

AR RALHE Y ER YA

Hz=SY/M=T7h

Delta Electronics (Jiangsu) Ltd. /5=

som giver forbindelse til stikproppens jord A/S MC|: 1544-0583

Caution : Do not open the cover. No user-serviceable parts inside

Avertissement : ne pas ouvrir le couvercle. Le produit ne contient
aucune piéce interne réparable par I'utilisateur. UK c ’10\ f\ R41086
TR S 2 cA U O o

Serial No.:
n’ de série.:

(F3E/F )

T? H,LQ%EJ & EU Contact address:
i Delta Electronics(Netherlands)B.V.
Zandsteen 15, 2132MZ Hoofddrop, The NetherLands

UK Contact address:

Delta Electronics(UK) LTD

Eltek House Cleveland Road, Hemel Hempstead

Industrial Estate, Hemel Hempstead, Hertfordshire, HP2 7EY

Code39 (SN)
*WDU8054YWWSSSS*

o OF  Of 0

This device complies with part 15 of the FCC rules.

Operation is subject to the following two conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received,
including interference that may cause undesired operation.

CAN ICES-003(A) / NMB-003(A)

M/F Date (2358 / 478 / M ZA|7]) : Month Year
Made in China / Fabriqué en Chine / PE#i&E / pEIRE
HEE  ABRBFERRW(EE)ARAT

Complies with 21 CFR 1040.10 and 1040.11
except for conformance as a Risk Group 2
LIP as defined in IEC 62471-5:2015.
For mors information see Laser Notice

No. 57, dated May 8, 201

CAUTION ! Do not stare into the beam

RG2

This projector may become RG3 when an
interchangeable lens with throw ratio
greater than 2.12 is installed.

Refer to the manual for the lens list and
hazard distance before operation.

Such combinations of projector and lens
are intended for profes sional use only,
and are not intended for consumer use.

CLASS 1/RG3 B EM
S| #PER:
ARAFEERBNEH NP
#1H8 / RG3

EIRIER : 2EREE
FTEEREER

CLASS 1/ RG3 Bir=&
T FEEWER
TATERRET AT
%1% / RG3
fEIGEER: SEMEMAFMH

RG2

This projector employing RG2 lens complies.
with FDA performance standards for laser
products except for conformance as a Risk
Group 2 LIP as defined in

|IEC 62471-5: Ed. 1.0.

For more information see Laser Notice

No. 57, dated May 8, 2019

RG3

Warning : No direct exposure to the beam is
permitied. Not for household use.

This projector employing RG3 lens complies:
with performance standards for laser product
21 CFR Part 1040 except with respect to those
characteristics authorized by Variance
Number FDA-2024-V-0726 effective

March 08, 2024.

CLASS 1 LASER PRODUCT
LASERPRODUKT DER KLASSE 1
APPAREIL A LASER DE CLASS 1
IEC 60825-1 : 2014

IEC/EN 62471-5: 2015 é%

DO NOT LOOK INTO THE BEAM.
NO DIRECT EYE EXPOSURE TO THE BEAM IS PERMITTED.
HAZARD DISTANCE : REFER TO THE MANUAL

GROUPE DE RISQUE 3
MISE EN GARDE
NE PAS REGARDER DIRECTEMENT DANS LE FAISCEAU.

DISTANCE A RISQUE: SE REPORTER AU MANUEL.

FEARREER
RISK GROUP 3 ¥ IE3
WARNING ! A1

2 BX| 0HIAI2.
2 MY ol eEshs A2 S8R YaLIch
91 el HYME BESANL.

LEXPOSITION DIRECTE DES YEUX AU FAISCEAU EST INTERDITE.

UM805505 30ENOO
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Installation and Use Notices

1. Read and keep this manual properly.

2 Pay attention to all the noted warnings and follow all the guidelines and descriptions in this manual.

3. Do not use the projector near water.

4 Do not install the equipment near the thermal sources, such as heaters, radiators, furnace, amplifiers, and
any other equipment that may generate heat.

5.  Be careful while holding the equipment or moving the trolley with projector to prevent the equipment from
turning over.

6.  Notice whether there is any parts with flaws after receiving the projector.

7. Please notice that the projector will not power on until the lens is fitted. The protection covering the lens
should be taken to install the lens.

8. Do not let any vent be obstructed.

9. Do not destroy the safety protection function of polarized or grounding plug of the power cord. A polarized
plug has one wide and one narrow blade. The plug has two blades and one grounding blade. The wide
blade or grounding blade is provided for the safety concerns. If the plug provided does not match the outlet,
please contact the electrician to change outlet.

10. The +12V trigger only outputs 12V DC trigger signal. Do not connect other power input or output. Otherwise,
the equipment may malfunction.

11. Adjust the slide switch with suitable volt input, and then plug in the projector; the red LED indicator would
flash and then stabilize, getting into standby mode. User should only use the connectors or accessories
provided by the manufacturer.

12. When user turns on the projector, the red LED indicator would flash until stabilize d. Do not look at the lens
directly while the projector is running.

13. Unplug the power cord of the equipment if there is a thunderstorm or the equipment is not going to be used
for an extended period of time.

14. ltis suggested to properly keep the packaging materials for future transportation or afterservice

15. If any breakdown occurs, please contact dealer or manufacture for qualified repair service.

16. Do not place the projector on flammable materials such as carpet or sponge pads; overheating may cause
igunition, fire, or damage to the projector.

17. Do not install the projector in humid, dusty areas or areas where it will come into directly contact with fumes
and vapors; these can lead to deterioration of parts, electrical shock, and even deformation of plastic parts.

Disposal of Old Electric and Electronic Equipment

The symbol on your product or the package represents that the product should not be treated as the normal
household waste when discarded but should be carried to the recycling location of the waste electric and
electronic equipment. The consequence on the environment and human health due to the incorrect disposal of
the product can be prevented if it can be ensured that the product is properly discarded. Material recycling is
helpful to the protection of natural resources. The symbol is only valid in the European Union. If you want to
discard electrical and electronic equipment, contact the governmental authorities or your dealer for the correct
method of disposal.

Important Recycling Instructions

The product may contain other electronic wastes and may pose risk if not discarded properly. Abide by the local,
state/provincial or federal laws of recycling or discarding. For more information, please visit the website and
contact Electronic Industries Alliance (EIA) on WWW.EIAE.ORG.

UM805505 30ENOO
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Introduction

The User's Manual describes the installation, setup and operation of the projector and provides assistance to the
installation personnel and the end -user to fully develop the performance of the projector. Vivitek has made every
effort to ensure that the information in the Manual is correct at the time of printing. The contents may be

frequentl y updated due to the continuous  product improvement s and customer feedback.

You can find the latest version of the Manual and the manual of other Vivitek products on www.vivitekcorp.com.

Packing Checklist

The following items are included in the packaging box of the series projector . If there is any loss or damage to

any item, contact your dealer or  Vivitek customer service department.
Only the appropriate power cable for the destination territory is supplied with the projector.

Power Cord -USA 2 pieces Power cord EU Power cord China Wired Remote Cable
(Note : 125V*1, 220V*1)

IR Remote Control Safety Booklet Warranty Card WW
and Battery (AA, x2)

UM805505 30ENOO
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Projector Overview
Front-left View

Front -right View

Important :

A Air passes through v _
projector running smoothly . Do not obstruct any of the grill openings  and keep the required distance
from any object.

UM805505 30ENOO

Lens Mounting Hole

The mounting hole is for installing the projection lens.
Lens Release Button

Press the Lens Release button before removing the lens.
Air Intake

The fan pulls the cool air to the projector for system cooling.

Ea

10.

11.

AC Inlet

Connect the supplied power cable to this inlet.

LED Indicator

Display current projector status such as power, light source
status and warning.

Front IR Receiver

The Receiver is for IR signals from the remote control.
Control Panel

Press the button to operate the OSD menu or adjust the lens
Settings see OSD controls.

I/O Connector Panel

Connect to various input, control or output  terminals to the
projector.

Height Adjuster

Adjust level of projector

Intake Vent

The fans pull air to cool the radiator of the projector.

Rear IR Receiver

The Receiver is for IR signals from the remote control.

c O grijl epenin@sT td ensure good air circulation and to keep the

10
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Bottom View

12. Ceiling Mounting Hole
Total, six M 4 screw holes with maximum
depth of 16mm

- --

.
o mAXMax1s MAX MaXA6 g

X'

Caution :
A - When installing, ensure that you use only UL Listed ceiling mounts . Contact your dealer for
information on mounting the projector on a ceiling.
- With ceiling installation, use approved mounting hardware & M 4 screws; maximum depth of screw
is 16 mm.

UM805505 30ENOO
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10 Panel
DU8055Z / DU8053Z

DVI-D DisplayPort 1 DisplayPort 2
WIRED HOMI 1
REMOTE
G
IN  OUT TRIGGER
OUT — SYNC — IN

HDMI 2 OUT —3G/SDI — IN HDBaseT

DK8155Z

DisplayPort 1 DisplayPort 2

WIRED
REMOTE

© 0 O ¢

IN  QUT TRIGGER

IN — R$232C — OUT

HDBaseT

USB 5V-2A

Connect a USB cable for USB host.

Note: Support 5V/2A output as long as the projector
Power On.

DVI-D
Connect to DVI -D cable from a DVI -D output of the
device.

DisplayPort 1/ 2
Connect a DisplayPort cable to the connector

HDMI1/2
Connect the HDMI cable from a computer or video
device .

3G/SDIIN/ OUT
Connectto 3G SDI source.

HDBaseT
Connect the HDBaseT Transmitter.

LAN

Connect an Ethernet cable from a computer,
network device.

A
A

Note for Trigger

Note for Wired Remote
Please make sure whether the port for ins

- When the projector is turned on, a control
- Do not use this jack for anything other than intended use.

SYNCIN/OUT
Connect 3D -sync in cable from a computer or an
enabled device.

3D SYNC IR
Connect 3D IR glasses receiver unit.

WIRED REMOTE IN / OUT
Connect the supplied remote controller to the
projector

TRIGGER (2V +/-1.5V)

When connected to the screen through a 3.5mm
cable, the screen deploys automatically on startup of
the projector. The screen reacts when the projector
is powered off.

RS-232 IN/OUT
The 9-pin D-sub interface is used to connect to the
PC control system and projector maintenance.

12G/SDI IN/ OUT
Connectto 12G SDI source.

output signal (DC 12V) is delivered from this terminal.

ertion is correct before the terminal of the wired remote

control is inserted. The remote control may be damaged if inserted to the wrong port such as

trigger. Do not use this jack for anything other than intended use.

UM805505 30ENOO
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Control Panel

vivitek

AUTO
POWER INPUT gync ASPECT

@000

MENU EXIT

@@ @ OO0

CENTER N
LENS BLANK

O O
A ©0
@l e e

POWER
User the button to turn on/off the projector.

INPUT
Push the button to select the input signal. HDMI,
qAanoyveo

AUTO SYNC
Push the button to auto source.

ASPECT
Changes the aspect ratio.

CENTER LENS
Centers the lens.

PIC MUTE

Shows and hides the projected image. When OFF,
the light source is completely switched off and the
screen is black.

MENU

Push the button to display or return to the menu on
the previous level or exit the OSD menu.

UM805505 30ENOO

ENTER
Use the button to select settings or confirm the
changed settings.

UP/Down/Left/Right
Use the button to select the OSD option.

EXIT
Push the button to hide the OSD menu.

LENS SHIFT
Use these four buttons to move the projected image
to the desired position.

FOCUS
Use the button to adjust the focus of the projected
image.

ZOOM

Use the button to zoom infout the  projected image .

13
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Remote Control

On

Use the button to turn on the projector.

OFF

Use the button to turn off the projector.

FOCUS

Adjust the focus of the projected image.

ZOOM

Zoom in/out the projected image.

TEST PATTERN

Use the button to show the test pattern. Press this button again to
switch to the next pattern. Press the EXIT button to return to the
projected image.

LENS SHIFT

Use the button to move the lens  top, down, right or left.
ENTER

Use the button to select settings or confirm the changed settings.
MENU

Push the button to display or return to the menu on the previous level
or exit the OSD menu.

EXIT

Push the button to hide the OSD menu.

AUTO PC

You can use this function to execute signal source auto
synchronization

BLANK

Press the button to temporarily interrupt the projection.
STATUS

Show OSD MENU n SERVICE.

VGA

NA.

COMPONENT

NA.

ASPECT

Press the button to display aspect ratio options.
HDMI1

Select HDMI 1 as the input source.

HDMI2

Select HDMI 2 as the input source.

DVI

UM805505 30ENOO
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R
Wired Remote Jack

Connect to WIRED REMOTE
terminal on the projector

Remote Control Operating Range

vivitek

Select DVI-D as the input source.

3G-SDI

Select 3G SDI as the input source.

DisplayPort

Select DisplayPort 1 as the input source

HDBaseT

Select HDBaseT the input source.

CLEAR

Erase the set ID number of the remote control; refer to the section
B QY > VO -EO0OAgY BV OO SHE@YY BL VY _
FREEZE

Freeze the projected image or resume the projection

ID SET
Liyv 6e aq _ 06, 130 "7 0 Oy, vy B _VvO
Control ID for Multi -¢ O |, ¥y 8v" O ce  Ypylvy _ao

The remote control uses the infrared transmission to control the projector. It is not necessary to point the remote
directly at the projector. Provided you are not holding the remote perpendicular to the sides or the rear of the
projector, the remote will function well within a radius of about 10 meters (2 5 feet) and 15 degrees above or
below the projector level. If the projector does not respond to the remote control, move a little closer.

UM805505 30ENOO
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Installation and Setting up

Inserting or Changing the Remote Control Batteries

1. Remove the battery compartment cover by sliding the cover in the direction of the arrow.
2. Place two AA batteries with the correct polarity.
3. Replace and slide the cover as like the arrow in the illustration.

Important:
- Avoid using the projector with bright fluorescent lighting turned on. Certain high -frequency
fluorescent lights can disrupt remote control operation.

- Be sure nothing obstructs the path between the remote control and the projector.

- Do not expose the remote control to high temperature or humidity; otherwise, t he remote control
will not function correctly

Battery installation instructions
- Make sure the battery is installed with the correct polarity

- Do not use the old and new batteries or the batteries of different types together
- Remove the battery if the remote control  is not being used for long periods of time to prevent
damage caused by battery leakage .

UM805505 30ENOO
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Installing the P rojector

The high quality display effect can be guaranteed only when the projector is correctly installed. Generally, the
light source facing the screen should be reduced or eliminated as much as possible. The contrast of the image
will be obviously reduced if the light directly shines on the screen, such as the beam from windows or the
searchlight cast on the image. The image may become faded and not bright.

Precautions for Install ation

Caution:
A - Projector installation must be done by a qualified professional. Contact your dealer for more
information. It is not recommended you install the projector yourself.
- With ceiling installation, use approved mounting hardware & M 4 screws; maximum depth of screw
is 16 mm. Contact your dealer for information about mounting the projector on a ceiling.
- Only use the projector on a solid and level surface. S  erious injury and damage can occur if the

projector is dropped.

Caution:
A - Ensure that the hot air from the exhaust vent is not sucked into the projector.
- Ensure the air intake and exhaust vents are unobstructed and keep the required distance from any
object. Below is required minimum distance between the vent and any object.
- All added enclosures should pass a certified thermal evaluation to ensure that the projector does
not recycle exhaust air, as this may cause the projector to shut down even if the enclosure
temperature is with the acceptable operation temperature range.

Airflow and Heat Emission Minimum Distance to Vent

50cm

]

SEIY

Caution:
A - Only use the projector on a solid and level surface. Serious injury and damage can occur if the

projector is dropped.
- Please do not stack the projector ont he surface of another projector.  Serious injury and damage

may occur if the projector is dropped

UM805505 30ENOO
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Mounting the Projector

For mounting the projector, please use UL Listed ceiling mounts and M 4 screws, maximum depth of screwis 16
mm.

300.0
500 6-Mounting holes
P A _
&y e ey y M4 MAXLength L=16mm
B B
i = :
3| ||F [
.
5

&
&8
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Installing or Removing the Optional Lens

Caution:

A - Do not shake or place excessive pressure on the projector or the lens components as the projector
and lens components contain precision parts.

- When shipping the projector with the optional lens, remove the optional lens before shipping the
projector. The lens and the lens shift mechanism may encounter damage caused by improper
handling during transportation.

- Before removing or installing the lens, be sure to turn off the projector and wait unitl the cooling
fans stop, and turn off the main power switch.

- Do not touch the lens surface when removing or installing the lens.

- Keep fingerprints, dust or oil off the lens surface. Do not scratch the lens surface.

- Work on a level surface with a soft cloth under  the projector to avoid scratchs or other damage.

- If you remove and store the lens, attach the lens cap to the projector to keep out dust and dirt.

Install New Lens
1. IF the dust sponge is installed, Please remove the dust sponge

2. TY>  v_y ST L.>y L.m B 003V E € 4ayvy' _ Lv v_y Nnn
all the way into the lens mount  and turn it clockwise to the "Lock" position. When turn ing the lens, the
"Click" sound indicate s that the lens is completely fixed and locked in place .

) ’/: N
2
Qe

i
NS

3. Check if the lens is fixed successfully by pulling the lens out of the holder gently.

UM805505 30ENOO
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4. For0.31~0.33:1,055~0.75:1,0.74 ~1.08:1, 1.05 ~ 1.41:1, 1.4 ~ 2.11:1, 2.1 ~ 4.0:1 lenses, After installing
the lens, You will need to use a 2.5mm hexagonal driver to secure the screws.

T,

Removing the Existing Lens

1. Before disassembling the lens, please loosen th e fixing screw first.

2. Pushthe LENS RELEASE button all the way in and rotate the lens counterclockwise. The existing lens will be
disengaged .

3. Pull out the existing lens slowly.

Important:

A - When installing the lens into the projector, be sure to remove the lens cap from the back of the
optional lens before installing the optional lens into the projector. Failure to do so will cause
damage to the projector and lens.

- There is one safety switch inside the ¢ O | » dews slottodprevent unexpected injury by laser
beam. The projector cannot be turned on if the projection lens has not been installed or is not
installed correctly. Please make sure the lens is installed properly before tuning on the projector.

UM805505 30ENOO
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Connecting to AC Power Supply
The AC power cord is included in the  box; plug the power cord to the AC socket on the 10 panel.

Important:

A When the input voltage is 110V, the current supplied by the power supply does not provide the
current required to run the projector at full power. In this case, the projector will automatically
reduce the light source power to 65%, and the projector light output will also be reduced to about
65% of the nominal brightness accordingly to ensure that the projector can operate normally

Turning On the Projector

Once the projector is correctly located and the power cable and other connections are in place, it is important
that the projector is powered on correctly in order to avoid damage to components and un -necessary wear and
tear. Refer to the following guide to power on the projector.

1. Press the POWER button on the control panel or ON
button on the remote control

4 AUT

POWER INPUT  gyNg ASPECT

O roreor)
O

2. The Power LED flashes green until the power on
process is finished.

3. After afew seconds, LEDs lights will become a solid
green to indicate the projector is ready for use.

UM805505 30ENOO
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Turning Off the Projector
Once the projector is no longer required, it is important to shut it down correctly to avoid damage or unnecessar
wear and tear on the device

Important:
A - Do not unplug the power cable from the wall outlet or projector when the projector is powered
on. Doing so can cause damagetothe ¢ O ,  yBv OTa for tie(prongs of thespewer O
cable plug . To turn off the AC power supply when the projector is powered on, use a power strip
equipped with a power on switch and surge proector.
Do not turn off the AC power supply within 10 seconds after making adjustment or changing the
setting. Doing so is possible to cause loss of adjustments and settings and return to default

Refer to the following guide to shut down the projector.

1. Press the POWER button on the control panel or OFF
button on the remote control once, the Power Off
window displays.

2. Press the POWER button again on the OSD control
panel or remote control to verify power off

UM805505 30ENOO
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